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JBXEACfflNG OF MEDIUM CONSISTENCrTOtFWITH OZONE 
^ WITHOUffflGH SHEAR MIXING 

Field of the invention ~" 

The invention relates to a method for bleaching medium consistency pulp with an ozo- 
ne-containing gas. In particular, the invention relates to the proper utilization of the very 
fast reaction of ozone, by providing efficient but pulp-preserving mixing inunediately 
on introducing a substantial amoimt of ozone into the pulp. 



Background of the invention 

A number of methods for the bleaching of pulp with ozone is known in the art. These 
methods have developed towards carrying out the bleaching stage with medium consis- 
tency pulp, i.e. having a consistency of about 7-16 per cent. 

Generally, ozone bleaching of medium consistency (MC) pulp according to current 
practice can be described as ozone generation followed by compression before introdu- 
cing the ozone containing gas into the the MC pulp flow. The gas-liquid-fiber suspensi- 
on is vigourously treated in one or several high shear mixers before the suspension is 
lead to a bleach tower. The ozone may be introduced at several points along the pulp 
stream. Vent gases must be treated because of excess ozone carried over. 
The principle described may be a result of the application of oxygen bleaching methods. 
Oxygen, however, operates at a much slower rate, and the temperatiues used are signifi- 
cantly higher than those employed in ozone bleaching. 

Typical and frequent problems arise firom the difficulty to keep the suspension uniform. 
Segregation into two-phase flow easily occurs, and the ozonisation rate drops signifi- 
cantly (to 1 or even 0, 1 % of its optimum rate) This is a dominant problem, which may 
be reduced by using a higher quality ozone, resulting in less gas void and consequently 
less need for vigorous mixing. A typical solution in the present state of the art is the use 
of more than one mixer. This does not, however, eliminate the problem, and by applying 
more shear forces to the pulp, the strength properties of the resulting product are severe- 
ly affected- 

A basic problem with such mixers is the short residence time, and if mixing time is in- 
creased, undesired backmixing may occur. 
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After leaving the mixers, the gas-pulp suspension soon segregates into two-phase flow 
having a relatively small gas-liquid interface per unit volume. The chemical consequen- 
ces of this are low capacity and a non-uniform bleaching result. Obvious evidence of 
this phenomenon is the significant ozone surplus often remaining after the bleaching 
stage, representing both a hazard and an economical loss. 

Description of the prior art 

A pulp bleaching method comprising introduction of high pressure ozone in a carrier 
gas into a pulp stream with vigorous mixing and subsequent removal of cairier gas is 
disclosed in, e.g. EP-A 5 1 1 433. The major issue of this document is the removal of gas 
from the pulp after injection into the mixer, the reaction is said to take place essentially 
within ten seconds in a vertical reaction vessel situated immediately following the flui- 
dizing mixer. Gas at about 10-13 bar containing about 3-10 % ozone by weight (6.8 vol 
%) is used. Preferably, the gas-pulp mixture is carried in a horizontal path following the 
vertical reaction step to effect separation of the large amount of carrier gas involved. 

Austrian patent application 2203/92 describes a method wherein medium consistency 
pulp is treated with an ozone-containing gas comprising more than 120 g O3 / nonnal 
gas (5.6 vol %) whereby the gas is introduced as fine bubbles with a low differential 
pressure 0>referably less than 1 bar). It is considered that using gas with a high ozone 
content, a sufficient amount of ozone is can be suspended into the gas to achieve the 
desired bleaching. Further, AT 2203/92 discloses the use of mixers with or without 
fluidisation effects, and of an ozone reaction stage subsequent to the mixing stage, as 
well as additional ozone addition stages with degassing stages in between. Characteris- 
tically, the highly concentrated ozone is introduced in static mixers at several points, 
possibly removing the inert carrier gas (normally oxygen) between stages, and the final 
reaction between ozone and fiber takes place in a bleach reactor, typically of the tradi- 
tional upflow tower type. 

A common feature of several other publications disclosing ozone bleach processes for 
medium consistency pulp is the use of fluidizing mixers in connection with the injection 
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of ozone-carrying gas, and the use of subsequent, relatively extended reaction stages and 
gas separation. 

In chemical process terms, MC ozonisation can be described as ozone molecules in a 
gas phase that must be transported to the vicinity of the fiber and react with the fiber or 
other substrates. The ozone must diffuse through the gas-liquid interface, through the 
liquid to the fiber. The applied mixing affects the size and the relative velocity of the 
gas bubbles, and also the amount of fiber-liquid interface. The rate limiting step 
completely dominating the interaction of ozone with the fiber material is the transport of 
ozone through the gas-liquid interface. The gas-liquid transfer rate in a given volume is 
heavily dependant on the bubble size, i.e. gas-liquid surface area m^ gas/m"* suspension, 
and on the partial pressure of ozone. Other rate limiting steps, like diffusion in the fiber 
material itself, are determined by the nature and the consistency of the pulp, which is 
dominantly affected by the temperature. 

Due to its dependency on mass transfer, the reaction rate of ozone is, theoretically and 
empirically, first order. 

Consequently, efficient process solutions must be characterized by that 

— the residence time distribution (RTD) must follow a plug-flow pattern (in contrast, 
backimxing commonly occurs in mixers), which requires special reactor geometry to 
avoid backmixing e.g appropriate turbine and baffles. 

— mean residence time in transfer/mixer/reactor must match transport and reaction 
times for complete conversion of ozone; consequently reactor diameter, shape and 
rotation rate of a possible turbine must match flow rate. 

— all ozone should be introduced in one step. 

The high gas void, i.e. the low concentration of ozone generated by most present ozone 
generators, limits the possibilities to improve the situation. Reduced gas void in subse- 
quent generations of ozone generators will reduce the need for mixing and reduce ener- 
gy requirements as well as the size of the equipment. Higher ozone concentrations will 
also increase the ozonisation rate. 
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Disclosure of the invention 

According to the method of the present invention, high-concentration, high pressure 
ozone is introduced into the pulp line, whereby conditions approaching plug flow are 
achieved, a high concentration of ozone is reached with a mass transfer area in the sus- 
pension which is sufficient for effective delignification. 

According to one aspect of the present invention, the ozone is introduced using effective 
injection nozzles providing for the efficient dispersion necessary for obtaining a unifonn 
distribution as well as sufficient mass transfer area to overcome the rate-delimiting mass 
transfer treshold present in methods according to the prior art Thus, the need for fiber- 
destroying high shear fluidizing mixers is removed. 

According to another aspect of the present invention, a dynamic low to medium intensi- 
ty mixer is provided in the pulp stream immediately downstream of the ozone injection 
site. Such a mixer delivers to the pulp stream amounts of energy which are well below 
fluidization energies, and does not mechanically affect the fiber. 

With the aid of recent technology, as disclosed in e.g. Swedish Patent Application 
9502339-6, ozone with a concentration of up to 18-20 % by volume may be generated. 
References to concentrations as high as 300 g O^/Nm^ have been made in prior art pub- 
lications (e.g. EP-A-426 652, priority 30.10.1989), but such concentrations have not 
been technically feasible imtil recently. Using a high ozone concentration (300 g prar m^ 
and higher) and at high pressure (10 bars and higher) together with proper injection 
technique, the reaction between ozone and fiber is allowed to take place at such a rate 
that the subsequent use of an upflow bleach tower is not necessary. The gas pressure is 
obtained by using precompressed oxygen, optionally mixed with other gases or liquids 
(e.g. argon) to maintain a suitable conductivity for ozone generation. 
Oxygen is the most common carrier gas used for ozone. Highly concentrated ozone is 
usually considered an explosion hazard. As the ozone generating technology has deve- 
loped, the accepted hmit for stable oxygen-ozone mixtures has been repeatedly pushed 
upwards, and it appears that no absolute concentration limit for the safe handling of 
ozone has yet been established. Thus, use of very high ozone concentrations may yet be 
possible, which further facilitates use of methods according to the present invention. 
According to the present invention, the concentration of ozone in the gas introduced to 
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the pulp Stream is sufficient for achieving bleaching without any fiber-destroymg 
mechanical impact. 

The initial distribution of highly concentrated ozone into the pulp is of importance, for 
the selectivity, as the carbohydrate component itself may be attacked by ozone if ex- 
posed for an extended time. The absence of backmixing, as may occur in high shear 
mixers, and the presence of plug flow conditions counteract this phenomenon. 

Description of preferred embodiments 

Figure 1 shows a comparison between the changes in reaction rates against time in a 
prior art ozone pulp bleaching process using a medium consistency mixer, and a process 
according to the present invention. 

Example 1 

Ozone-carrying gas having a pressure of about 15 bar and an ozone concentration 14 % 
by volume is introduced into a niediimi consistency pulp line carrying 1000 tons/day via 
a collar of radially arranged nozzles. Preferably, the nozzles are arranged to direct the 
gas radially into the pulp flow, essentially in a direction perpendicular to the pulp flow. 
A niraiber of nozzles sufficient for distributing the gas evenly must be used. On this 
production scale, 1 86 nozzles with an inlet diameter of maximum 1 mm may be used. 
A sufficient mean residence time (10-40 seconds) must be allowed before any other 
disturbing action to the pulp. 

Example 2 

A medium intensity (low-shear) mixer is adapted into the pulp stream of the previous 
example, preferably immediately following the gas injection site. The mixer turbine is 
preferably a double or multiple screw with blade angles and rotation rate balanced to 
maintain the plug flow residence time distribution (RTD) and giving good radial mixing 
efficiency* The center blade has a steeper angle than the outer screw blade. Alternative- 
ly, porous metal injector devices for introduction of ozone can be arranged peripherical- 
ly or on the turbine. 
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Figure 1 shows a comparison between a system employing a traditional medium consis- 
tency mixer with a very high capacity for a short interval dropping rapidly to zero, com- 
pared to a system according to the invention with a moderately high capacity kept 
constant for a long period. The dotted line represents state-of-the-art traditional medium 
consistency mixer technology. The first, steep section shows the effect of the mixer with 
high reaction and uniform distribution. The low rate section shows the effect of the cor- 
ruption of the gas-suspension interface. The reaction takes place with a nonuniform 
distribution and the pulp is mechanically stressed by high shear mixing. 
The solid line represents a system according to the invention. Throughout the process, a 
moderately fast reaction is taking place in a mildly stressed pulp and with a uniform 
distribution of ozone. 



Table 1 shows a comparison in numbers between a typical conventional MC bleaching 
system, a state-of-the-art system and a system according to the present invention. 



Table 1 







Conventional 


Modern 


Present invention 


Calculus Base 


Units 








Pulp production 


ton OD/day 


1000 


1000 


1000 


Consistency 


% 


10 


10 


10 


Ozone pressure 


bar 


9 


9 


15 


Ozone concentration 


w% 


10 


14 






vol% 


7 


10 


''"ft - 2^ 


Ozone charge (3-5) 


kg/ton OD pulp 


5 


5 


5 


Ozone generator 


kg/h 


208 


208 


208 


Ozone volume flow 


m7s 






0,0146 


Nozzle diameter 


m 






0,001 


Nuniber of nozzles 








186 


Process 










Process temperature 




40 


40 


40 


Process pressure 


bar 


7 


7 


15 


Pulp Flow 


ton OD pulp /h 


42 


42 


42 


Volume Flow 


m^/h MC pulp 


375 


375 


375 


Ozone gas charge 


m^/h at actual press. 


234 


165 


53 


Gas void * 


% 


38 


31 


12 


Equipment 




Ozone compres- 


Ozone com- 


No ozone com- 






sor 


pressor 


pressor 






1-3 mixers 


1 4- mixers 


No mixer 






Bleach tower 


Bleach tower 


Small bleach 



reactor 

* Note: Gas void is proponional to process problems 
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1. Method for bleaching of cellulose pulp having mediiun consistency without using high- 
shear mixers, comprising the introduction into the pulp stream via radially arranged 
injection devices of a stream of ozone-containing gas generated from pressurized oxygen 
or a mixture of pressuTLzed oxygen with at least one gas or liquid and having an ozone 
concentration of at least about 20 % by weight 

2. A method according to claim 1, wherein the introduction of ozone is carried out at a 
pressure of at least 10 bar. 

3. A method according to claim 1 or 2, wherein said ozone-containing gas is introduced via 
at least two nozzles adapted to direct the gas into the pulp stream. 

4. A method according to claim 3, wherein said nozzles are adapted to direct the gas in a 
direction essentially perpendicular to the pxdp stream. 

5. A method according to any claim 1-4, wherein following gas injection the pulp stream is 
fed to a dynamic low to medium intensity mixer. 

6. A method according to any claim 1-5, wherein ozone-carrying gas is introduced by 
means of porous metal injector members. 
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ecitifi{;ate or $ 363(a) of any PCT iDternatirwal application which do^^ginated et Least an^ oount;^ olhin- than the Uaited States of America, lifted 
belnw acid have sJso Identified below &ay foreign application for patent or ixwtmtcir's certificate, or toy PCT imematiOflai appJicntjon having a 
fiiing dnm before that of iJie applieation on which priority is ftiaimcd: 



y$UOR FOREIGN APPUCATlONf^ 


) 




APPUCAnONMJMBER 


DATA OF yiLLSC 
(month, day, year) 


PRIORITY CLAIMED 


Finland 


96 I SOS 


AuRUSt24,1998 


v^S NOD 
















YESn NOP 


LISTCMG OF FQHEIQK APPliCATiONS CONHNUED OX PAOE 3 HEREOF q YES fed NO 



I hereby claim the hcn^ivicdcr Title 35, United Stato Code, § 119(e) of any Umted States praviflional applioatloaisl listed below 



ApptiCftUon Number: Filing D«te: 

I hereby claim the benefit uxider Title 53. Utiited States Code, 8120 of »ny Umtad StJ***^* iipplic*Uo?i<»>i w 9 305(c) of any PCT mteraatiotinl 
applicatlfm dcsignatifug thu United S^fttca of Amcriea, li$ted below and, inaof^ as the lu^^ect nxattfir of each of ihe claims of thht appUcalion is 
not disclosed in the prior United State* or PCT int^matlwi^l opplicatiDn m cHt iuaimar provided hy the first paragraph of Title 35, UnitBd St4i«» 
Codti, gin, I aflknowladge the dwty to diaclow irtftinnatlQfi whieh matcriat to patentability aa dcfwad {a Tide 37, Code of Federal 
Reyu^ationS) $ \M wtiich bpcamt: availabfc totwuen the filing date of the prior appli^^ation and the Ratbriffl or ?CT intematicsftl f^lmg date of 
this application; 

U,S, Parent Application Serial Ntwuber, S^arem FilinsDate: ?tavat Patent No.: 

U.S, Parent AppUcation Serial Number- Parent Pdmg Date: Parent Patent No/- 

PCT Pajent ^lumte : Parent FiUnff Date- 

USTING OF US AP3PUCAT10NS CONTIKUED ON PAOB 3 HEKBOP: □ YES |S KO 

POIVHIL Of ATTOIWEY: ,Aa it named InventDr, I hereby appoint the fo)lPWing fcgifltcred practitionefCa) to pfoseoutc thia appHcatiojx a;«i to 
transact all bi«ifle»» the Patent attd Tradeomrk Office cmn»eted thwflrwitfa; Customer Nvuttber 00033 0 

Plia;CT ALI,CORRESPON»I;NC£TO: CusiamcrNo. 000530 



12-04-01 13:05 Lah :0Y JALO ANT-TORINEN AB 



T-860 P 03/04 Tytj-tOO 



; BECLARATION - I*age 2 ^ . ^ ArroBNiiy docket no* oyjalo 3.3 cos 

41 hcil^^dUrt that ftt^dBment^ in»cii» Harfiin of my own JcnowitUgc ere true and that all statamentv made an in^bmtQ^QO ftxid bttief m 
^^Ueved 10 be true; mi tUrtlw?r, that thcas autemftils made witJi Jcnowlcdaa llwt willful false stouants an<i the like so mads are 
punishable by fine or iiopnaoniuent) or both, uirder Seclios lOCl of Title IS of the Untt^fi States Code and thst such wUlfUi ftilvc statements may 
Jeopardize the vfiUdity of the application or a^y pfttcnt issued thereon. 

mi uRme of spic or mi uiventor (giviin name, family name): Rolf DE VOS 

Inventory *i6P«tur« . .- , 

ii««4dciw; Landvener* Sweden Citizenship: Sweden 

Mailing Addresa: Bj^oka G4rd 54, S*438 36 Landvetter, Sweden ^ 

Full nW)C6f second joint mvcntorjifwsy(givw name, ^ ^ ^ 

Second InvEnroHsflffnaturu — ^ ftttc / f ^--^--"^ ^ / ^^<^ 

Roiii<tencc. Rftutna, FifiUnd Cijiaanship-. Finland ^ 

MwUn$Addn!sa^4s0teltt-5^ /— ' 

Full i\a«ie of joint invaniori jf any (given name, family name): 

ThU'd XnvanUir^B signature ^ D ate 

MaiUnK Addrdira: 

FuU name of fourtli joint invcntgr, if any (given pjwni»* family ftfutic)' 

Foiwih InvaDtor*J algniture - ^ __Bate . . 

Rosldencc^ Citizenship: 

FuU n$ma of i3ftb joint iovector felvcn aunfi, family tuimo): 

Fifth luv^fetw** signature --^ ™ P*^ 

R&sidencci Ciiizenship: 
MaiUng Addrtw*. 

FuU numc Of si7(\h joint iiivanior, if any (given ftwnc, ftmUy name): 

SiKth lnvtntor'6 iienaturr . . - Pat« - _ 

Residence: Citiz^hsj): 
Mailing Address: 

Ml nmc of ficventh joint invc?itor, ifanyCgiveonamCj fkmily name)' 

Swentfc Inventor^* aignnturc Date 

Mailing Address: 

Fuji aaintf of eighth joim iavcxUar, if any Cgtvcn name, fanuly name)*. 

Eighth Inventor's «j^Bture , _. ^ X ^Mt ^ ^ 

Residence. Ciuzenihip: 
Mailing Addrew: 

□ Additi(^D>U mvetitors «re being named on sepantcly numh^r^ ahf»te AtUlCshCd tiaKtO^ 



